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and 80.101(d)(4), respectively, for the 
purpose of generating credits. 

(c) Credits under this program are in 
units of ‘‘ppm-gallons’’. 

(d) Refiners may generate credits for 
gasoline produced during an averaging 
period for a refinery only if the annual 
average sulfur level for the gasoline 
produced at that refinery during the 
averaging period is less than 0.90 of the 
refinery’s baseline under § 80.250 or 
§ 80.295. 

(e) Credits generated in accordance 
with paragraph (a) of this section must 
be identified by the year of creation. 

(f) For gasoline produced during the 
year 2000, the averaging period for 
credits generated in accordance with 
paragraph (a) of this section may be 
less than the full calendar year. Such 
partial-year averaging period will 
begin with the first full month for 
which all applicable sampling, testing, 
and documentation requirements are 
met. 

[65 FR 6823, Feb. 10, 2000, as amended at 66 
FR 19308, Apr. 13, 2001; 67 FR 40183, June 12, 
2002] 

§ 80.310 How are credits generated be-
ginning in 2004? 

(a) A refiner for any refinery, or an 
importer, may generate credits in 2004 
and thereafter if the annual average 
sulfur level for gasoline produced or 
imported for the averaging period is 
less than 30.00 ppm; or, for refiners that 
are subject to the small refiner stand-
ards in § 80.240, the small refiner annual 
average sulfur standard applicable to 
that refinery; or, for refiners and im-
porters subject to the GPA standards 
in § 80.216, the least of 150.00 ppm, or 
the refinery’s or importer’s 1997–1998 
sulfur level calculated under § 80.295 
plus 30.00 ppm, or the refinery’s lowest 
annual average sulfur level for any 
year from 2000 through 2003 during 
which the refinery generated credits or 
allotments plus 30.00 ppm. 

(b) Credits are calculated as follows: 

CRa = Va × (SCredit ¥ Sa) 

Where: 

CRa = Credits generated for the averaging pe-
riod. 

Va = Total annual volume of gasoline pro-
duced at a refinery or imported during the 
averaging period. 

SCredit = 30.00 ppm; or the sulfur standard for 
a small refinery established under § 80.240; 
or, for gasoline designated as GPA gasoline 
under § 80.219, the least of 150.00 ppm, or the 
refinery’s or importer’s 1997–1998 sulfur 
level calculated under § 80.295 plus 30.00 
ppm, or the refinery’s lowest annual aver-
age sulfur level for any year from 2000 
through 2003 during which the refinery 
generated credits or allotments plus 30.00 
ppm. 

Sa = Actual annual average sulfur level, cal-
culated in accordance with the provisions 
of § 80.205, for gasoline produced at a refin-
ery or imported during the averaging pe-
riod, exclusive of any credits. 

(c) Credits generated in accordance 
with this section must be identified by 
the year of creation. 

[65 FR 6823, Feb. 10, 2000, as amended at 66 
FR 19308, Apr. 13, 2001; 67 FR 40184, June 12, 
2002; 71 FR 54912, Sept. 20, 2006] 

ABT PROGRAM—CREDIT USE 

§ 80.315 How are credits used and 
what are the limitations on credit 
use? 

(a) Credit use. Credits may be used to 
meet the applicable refinery or im-
porter annual average sulfur standards 
under § 80.195, § 80.216, or § 80.240, or may 
be used to meet the offset requirement 
under § 80.271(d)(1) for any refinery with 
an adjustment of itsper-gallon cap 
standard pursuant to § 80.271(a), pro-
vided that: 

(1) Sulfur credits used were generated 
pursuant to the requirements of this 
subpart; and 

(2) The requirements of paragraphs 
(b) and (c) of this section are met. 

(b) Credit transfers. (1) Credits ob-
tained from other persons may be used 
to meet the annual average standards 
specified in § 80.195, § 80.216, or § 80.240, 
or may be used to meet the offset re-
quirement under § 80.271(d)(1) for any 
refinery with an adjustment of itsper- 
gallon cap standard pursuant to 
§ 80.271(a), if all the following condi-
tions are met: 

(i) The credits are generated and re-
ported according to the requirements 
of this subpart. 

(ii) The credits are used in compli-
ance with the limitations regarding the 
appropriate periods for credit use in 
this subpart. 

(iii) Any credit transfer takes place 
no later than the last day of February 
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following the calendar year averaging 
period when the credits are used. 

(iv) No credit may be transferred 
more than twice: The first transfer by 
the refiner or importer who generated 
the credit may only be made to a re-
finer or importer who intends to use 
the credit; if the transferee cannot use 
the credit, it may make the second, 
and final, transfer only to a refiner or 
importer who intends to use the credit. 
In no case may a credit be transferred 
more than twice before being used or 
terminated. 

(v) The credit transferor must apply 
any credits necessary to meet the 
transferor’s applicable average stand-
ard before transferring credits to any 
other refiner or importer. 

(vi) No credits may be transferred 
that would result in the transferor hav-
ing a negative credit balance. 

(vii) Each transferor must supply to 
the transferee records indicating the 
years the credits were generated, the 
identity of the refiner or importer who 
generated the credits, and the identity 
of the transferring party, if it is not 
the same party that generated the 
credits. 

(2) In the case of credits that have 
been calculated or created improperly, 
or are otherwise determined to be in-
valid, the following provisions apply: 

(i) Where a refiner’s baseline has 
been determined to be incorrect under 
§ 80.250(c) or § 80.290(f), any credits gen-
erated, banked, used or traded must be 
adjusted to reflect the corrected base-
line. 

(ii) Invalid credits cannot be used to 
achieve compliance with the trans-
feree’s averaging standard, regardless 
of the transferee’s good faith belief 
that the credits were valid. 

(iii) The refiner or importer who used 
the credits, and any transferor of the 
credits, must adjust their credit 
records and reports and sulfur calcula-
tions as necessary to reflect the proper 
credits. 

(iv) Any properly created credits ex-
isting in the transferor’s credit balance 
after correcting the credit balance, and 
after the transferor applies credits as 
needed to meet the average standard at 
the end of the compliance year, must 
first be applied to correct the invalid 

transfers before the transferor trades 
or banks the credits. 

(c) Limitations on credit use. (1) Cred-
its generated prior to 2004 may only be 
used for demonstrating compliance 
with the refinery or importer annual 
average standards under § 80.195 during 
the 2005 and 2006 averaging periods. 
Such credits may be used to dem-
onstrate compliance with the stand-
ards under § 80.216 during the 2004 
through 2006 averaging periods, and 
with the standards under § 80.240 during 
the 2004 through 2007 averaging periods, 
and the 2008 and 2009 averaging periods, 
if allowed under the terms of a hard-
ship extension under § 80.265. 

(2) Credits generated in 2004 or later 
may only be used for demonstrating 
compliance with standards during an 
averaging period within five years of 
the year of generation. 

(3) A refiner or importer possessing 
credits must use all credits prior to 
falling into compliance deficit under 
§ 80.205(e). 

(4) Credits may not be used to meet 
corporate pool average standards under 
§ 80.195. 

[65 FR 6823, Feb. 10, 2000, as amended at 67 
FR 40184, June 12, 2002] 

§§ 80.320–80.325 [Reserved] 

SAMPLING, TESTING AND RETENTION RE-
QUIREMENTS FOR REFINERS AND IM-
PORTERS 

§ 80.330 What are the sampling and 
testing requirements for refiners 
and importers? 

(a) Sample and test each batch of gaso-
line. (1) Refiners and importers shall 
collect a representative sample from 
each batch of gasoline produced or im-
ported and test each sample to deter-
mine its sulfur content for compliance 
with requirements under this subpart 
prior to the gasoline leaving the refin-
ery or import facility, using the sam-
pling and testing methods provided in 
this section. 

(2) Except as provided in paragraph 
(a)(3) of this section, the requirements 
of this section apply beginning Janu-
ary 1, 2004, or January 1 of the first 
year of allotment or credit generation 
under § 80.275 or § 80.305, whichever is 
earlier. 
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